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Introduction 
eCAMit Deluxe is a powerful program provided by 3J Tech for you to browse your eCAMitT series 
camera. eCAMit Deluxe provides service such as multiple cameras viewing and organizing, as well 
as scheduled recordings. eCAMit Deluxe is an alternative for establishing connections between your 
computer and the cameras for browsing / editing configurations of your eCAMitT cameras. Unlike 
other IE based browsing IP camera, with the power of eCAMit Deluxe, you can do much more. 

Installing Software 
Installing the software is very simple. Simply follow the instruction provides by the installation wizard, 
and the installation should be complete. The Steps are as follows: 
 
Please select Next when you have see 
following screen 

the 

the 
 
At the next window, please select I accept 
term and the license agreement. Select 
Next when 
done. 
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Please insert your name 
and the company name 
when the following window 
appears. Press Next when 
complete. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Please select Complete if you wish to install 
the software to the default location. Else 
select Custom to customize Installation 
directory. Click Next when selection is 
complete. 
 
When all the necessary items are selected, 
press Install to initiate installation. 
 
Click Finish when the installation is 
Complete. 
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Once the Installation is complete, you can start the 
program from your Start Menu. 
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eCAMit Deluxe User Interface 
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Add New Cameras 
When you first start the software, eCAMit Deluxe should automatically search for all the cameras 
within your local network. If your camera is not acquired when the software is initiated, meaning your 
camera is not within the local network. You will have to manually add the cameras to the list. Please 
follow the instructions below to add new 
cameras to your list. 
 
There are few methods to add a new 
camera to the camera list, please click on 
the Add button located at the center of the 
program. 
 

A window should prompt upon click. Please fill in 
your camera ID according to the box, and press 
search to locate your camera. 
 
If the camera is correctly connected to the internet, 
through the search function should locate your camera 
information. If your camera is password protected, 
please enter the password. The check box determines 
whether the password is to be saved in this machine. If 
you wish not to save the password, please un-check 
the Password box. 
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You can also use the mouse and right click on the list to add a new camera. When you right click on 
the camera list field, a menu should appear. Please select Add Camera on the list, and the window 
with camera search should appear as above.  

 
 
When the camera is added correctly, you should be able to view the camera by double click on the 
list. 

Delete Cameras 
Delete cameras is simple, simply select 
the camera/cameras you wish to delete, 
and click on the Delete button or press 
the delete key on your 
keyboard. 
 
Please Click OK to confirm 
camera deletion. The selected 
cameras should be removed 
immediately. 
 
Please note that cameras 
cannot be removed if it is 
selected for Scheduled 
Recording. 
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Edit Camera 
You will be able to edit the camera 
details such as IP and port number 
from the camera list. To enter 
camera edit window simply select 
the camera you wish to edit. When 
the camera is selected, click on the 
Edit button on the tool bar.  
 
Once clicked on the button, the 
Editing window should 
automatically appear, please enter 
the desired new IP, port and/or 
password for the camera. Other 
fields are lock for safety reasons.  
 
You can also enter the editing window by right click on 
the selected camera. Please select Edit Camera from 

the right click menu. 
 
 
 
 

Refresh Camera List 
eCAMit Deluxe provides a refresh 
function for automatic local camera 
scanning. Simply click on the Refresh 
button to refresh the camera list. 
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Search Camera 
eCAMit Deluxe also provides search function for your camera and other cameras on InfoServer. 
InfoServer is 3JTech’s very own proprietary redundant IP keeper system. Cameras will automatically 
register itself to our InfoServer periodically to ensure users with floating IP can acquire image at all 
time. Users can link to the camera with a simple click on computer, PDA or mobile phones. It is that 
easy for you to view images live. 
 
Please click on the Search icon on the function menu to enter search mode.  

 

Camera ID must be valid to search for the camera. Please enter the camera ID that you wish to 
search for in the Search item field. Click on Search button when done to begin search. If the camera 
searched for is currently on-line, 
the camera will be displayed on the 
list. Simply double click the item to 
browse the camera.  
 
If the camera is password protected, 
you will be required to enter the 
password before your can view the 
image.  

If the camera is not online or the ID is incorrect, system 
will alert you with camera not found. 
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Select/Add/Delete/Edit InfoServer 

Users can customize the InfoServer 
they wish to connect to. Different 
region might have different InfoServer, 
to obtain the fastest response; select 
the closest InfoServer will help the 
search speed. All 3JTech’s InfoServer 
are inter-linked, therefore all the data 
are shares between the servers to 
guarantee all cameras from the world is correctly located. 
 

Please select Tools and then Options… from 
the file menu to change details regarding to 
InfoServer. A Window displaying InfoServer 
details should appear upon Options selected. 
 
 
 
 

To change the InfoServer, select the pull down 
list and choose the InfoServer desired. 
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To check the validity of the InfoServer, 
simply click on the Check button. The 
software will automatically obtain 
connection between the computer the 
InfoServer entered, to validate the 
InfoServer. 
 

To Edit/Add a new InfoServer to the list, please 
click on Add or Edit button. When the window 
prompted, enter the new InfoServer DNS 
details. Please Remember to use the Check 
function to check the validity of the InfoServer 
entered. 
 

 
To Delete the InfoServer, please make sure 
you have selected the correct InfoServer to 
be deleted. Once the InfoServer is selected, 
please click on Delete button and confirm the 
deletion to delete. 
 
 
 

Copyright of 3JTech Co., Ltd. (also doing business as A3J Engineering Inc.) 
14 



http://www.3jtech.com.tw 
eCAMit Deluxe User’s Guide 
 
 

Viewing Camera 
The main benefits for eCAMit Deluxe is the multiple cameras managing function. With the 
spectacular camera managing functions of eCAMit Deluxe, you can now view and control multiple 
cameras like a professional security system. The following chapter will explain all viewing options for 
eCAMit Deluxe. 
 
To view the cameras with 
eCAMit Deluxe is very simple. 
You can double click the lists 
on the camera lists to obtain 
connection or select the 
camera you wish to view and 
click preview button. 
 
The camera image should 
immediately appear in the 
image area when double click 
or preview button is clicked. 
 

For cameras with passwords, you will require to enter 
the correct password before the camera start transmits 
images to your machine.  
 
For permanent passwords, you can click on the Save 
check box to save the password to your list and avoid 
having to insert the password each time you tried to 
access the camera. 

 
On the image screen, the current camera 
location time and the number of user 
viewing will be displayed. 
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Camera List Format 
You can also change the listing format for your cameras. eCAMit Deluxe provides 2 different viewing 
option for user to select from; Icon Mode and Report Mode. The default listing is report mode where 
the cameras are listed with names and its information. User can manually change the listing mode to 
Icon Mode where camera will display a snapshot icon instead of name lists. 
 
 
 
 
 
 
 
 
 
 
 
 
To select between the listing types, 
please select View from file menu and 
select List View Type to select between 
Report Mode and Icon Mode. The 
effect should be immediately.  
 

Change Image Size 
Like all other eCAMit series, eCAMit T also 
supports 3 different view size; 640x480, 
320x240, 160,120. To switch between the 
image size, simply click on the L, M, S button 
next to the image screen.  
 
 

Note. The effect for large image can only be seen with full screen viewing or multiple image 
viewing.  
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Full Screen Viewing 
eCAMit Deluxe supports larger image 
viewing as well as full screen viewing. You 
will be able to see the image in full screen 
mode. Simply select the camera you wish 
to do full screen viewing, and click on the 
Full Screen button. Another way to enter 
full screen mode is by double click on the 
image window. 

 
 
 
 
 
 

Please note the maximum resolution for eCAMitT camera I 640x480. Therefore, if you screen size is 
with higher resolution, the image may be blown up and not as clear as expected. 
 
To change camera current settings are also easy with 
full screen view. Simply right click anywhere on the 
image, a pop-up list will appear.  
 
You will be able to change different image size from 
VGA, QVGA, SQVGA as well as change the Flow 
Control, Activate the Trigger Device, Changing the 
Display Fonts and Recording. More of these functions 
will be mentioned later in the document. 
 
To exit Full Screen View, please right click on the screen 
and select Close View or double click on the image to 
exit. 
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Multiple Camera Viewing 
eCAMit Deluxe also support synchronize multiple camera viewing. You will be able to view up to 
maximum of 16 cameras at same time. To start multiple camera viewing, please select the cameras 
you wish to view by press Ctrl while using the 
mouse to select the camera. Once the selection 
is complete, please click on the Preview button 
or right click on any of the selected camera and 
select Preview.  
Preview(All) will display all the cameras on the 
list. 

 
 
 

Before entering multiple viewing 
mode, eCAMit Deluxe will check 
the passwords and the status or 
all the cameras. Therefore, if you 
have not yet entered the correct 
password, the system will request 
for the password, else the specific 
camera will not be displayed. 
 
Image will optimize the split window according to the number of the cameras selected.  
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Just like full screen mode, you will be able to control the image size as well as the flow control, and 
instant recording. Simply right click on the image area for the camera you wish to change the setting, 
and the list should appear for setup selections. 
 
If you wish to view one of the camera 
in larger screen or full screen view, 
simply double click on the image 
you wish to view and you will enter 
the full screen mode for the selected 
camera. 
 
To exit Multiple Viewing Mode, 
please right click on any of the 
camera images, and select Close 
View.  
 

Controlling Camera 
eCAMitT and veCAMit seiries cameras allows you to control your camera remotely. You will be able 
to adjust the image details, remotely activate trigger controls as well as controlling supported Pan/Tilt 
station. The following chapters will show you how to adjust these functions. 

Camera Status 

Camera Status will display the current 
camera information from its Camera 
Type, IP, port number, camera name and 
the version number. Camera Status can 
be found on the bottom right of eCAMit 
Deluxe.  
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Camera Functions 

To enter Camera Function panel, simply click on the 
FUNC button on top of the camera status. 
 
 
 
 
 

Flow Control 

In the Function panel, you will be able to change the 
Flow Control. Move the horizontal bay to adjust the 
flow control. Flow rate can be adjusted in 4 different rates; continuous, per 1sec, per 2sec, and per 
3sec. You will be able to adjust the flow rate to suit your current network status.  

 
You will also be able to control the flow rate while 
you’re in Full Screen or Multiple Viewing Mode. 
Right click on the image and select Flow Control, 
then select the flow rate you wish your camera to 
receive. This function is particular useful when 
you’re in Multiple Viewing Mode where you can 
allow the important cameras to update with faster 
speed. 
 
The default flow rate is 1 frame per second. 
 

Flip Image 

Click on the Flip image will flip the 
image 180 degrees. This function is 
useful when you have the camera 
hanging upside down.  
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Font Color 

The Fonts displayed on the image sometimes can be not 
visible due to the color of the fonts. In case like this, you will be 
able change the font color in order to see the time and status 
clearer. To change the font color, click on the Font Color 
button and select the change to be 
changed. Once the color is selected, 
the effect should be immediately. 

 
 
 

 
 
 
 

 
 

Camera Adjustments 

You will be able to adjust the image 
according to the environment of camera 
site. Parameters such as Contrast, 
Brightness, Saturation, Backlight and 
Exposure can be adjusted accordingly. 
The default for these attributes are auto, 
we recommend not modifying them 
unless it is necessary.  
 
To modify, please click on the ADJ at the 
top of the Camera Status to enter the 
adjusting image menu. 
 
To adjust, please move the scroll bar until desired image quality. To return to default value, please 
click on the default button. 
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Trigger Out Control 

eCAMit Deluxe supports remote 
activate trigger out devices. If you 
have an external trigger device 
connected to eCAMitT or veCAMitT. 
You will be able to remotely active 
the device. Together with 3JTech’s 
powerBox, you will further more 
control once set of AC powered 
device such as lights. 
 
To turn the device On/Off simply 
click on the On/Off button next to the image screen. eCAMit Deluxe will 
automatically detect the current status of the device and show the button 
accordingly. 

 
You will also be able to trigger the device 
when you’re in Full Screen or Multiple 
Viewing Mode. Please right click on the 
image you wish to activate the device and 
select Activate Trigger Output On/Off. 
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Pan-Tilt Control 

Together with 3JTech’s veCAMitT series video 
gateway, eCAMit Deluxe allows you to control 
the PAN/TILT device connected to the veCAMit 
video gateway. eCAMit Deluxe will 
automatically display the function when 
veCAMit is selected, else the button will be 
disabled. 
 
Please click on the PTZ button to enter the PAN/TILT control menu. To move the station, please click 
on the Arrows to control the movement.  
 
 
 

 

UP 

LEFT 

TOP-LEFT 

STOP 

TOP-RIGHT 

RIGHT

BOTTOM
-LEFT 

BOTTOM
-RIGHTDOWN

 
For continuous movement, please check the Continuous box. This 
way, the PAN/TILT station will continuously move until STOP button is 
clicked.  
 
To change the speed of the station, simply change the value of the 
speed bar. The faster the bar is to the right and the slower the station 
moves when the bar is to the left. 
 

eCAMit Deluxe and veCAMit also supports Zoon In and Zoom 
Out for supported stations. Simply click on the Zoom In, Zoom 
Out, Near or Far to change the focus. 
 
The default PAN/TILT station selected is Auto, it is also 
recommended to use the default value. For users who would like 
to select the specific PAN/TILT station to control, a pull down list 
with all the supported stations can be selected. 
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PC08 Control 

Just like the PTZ control, PC08 is also 
an add-on function for veCAMit Series 
product. PC08 is used for home 
automation system, where you will be 
able to control through radio frequency 
(RF) to control home devices such as 
air-conditioner, TV, Oven, etc. Macro is 
used for setup a series of activity. At 
the moment, eCAMitT, veCAMitT 
supports up to 10 devices and 5 macro 
commands. This is a product 3J Tech and its partner developed. Please contact 3JTech for more 
information. 

Viewing Settings 
Viewing Setting windows will allow you to change the Full Screen viewing mode as well as modify 
the display fonts on the image screen. To enter the Viewing Settings, please lick on the Setting icon 
on the top of the software. 

 
 
3JTech T series products support up the 
maximum of 640x480 in image size. Sometime, 
the images can be distorted when you have 
larger screen. To avoid this problem, you will be 
able to set the Full Screen image size to 
certain displaying mode. eCAMit Deluxe allows 
you to choose between 4 different full screen 
images modes; 640x480, 800x600, 1024x768 
and Full Screen. To change the Full Screen 
size, please select the desired image size on 
the list. 
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The time and the camera status display on the image screen are separate 
signals from the image itself. Therefore, you will be able to customize the 
fonts on the image. As mentioned earlier on the document, you will be able 
to change the color of the fonts to suit the image screen. This setting will 
allow you to modify more of the fonts from the size, to different font used. 

Select the desired font, color, 
and size from the list to 
change the display fonts. 
 
 
 
 

 
 
 
 
 
 

Camera Settings 
You will be able to change the camera settings through eCAMit Deluxe. These settings are important 
for the operation of cameras. Setting such 
as IP, gateway will determine whether your 
T camera’s internet connectivity. It is 
strongly recommended to read this section 
carefully. 
 
To enter the Cameras Settings, please 
select the camera you wish to edit and 
click on the Settings button next to the 
image screen. 
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The following window should prompt when the Settings button is clicked. 

 
Current camera information will be retrieved when click on the Read button. To exit the Setup menu 
simply click on Cancel. Click on the >> to move to the next phase or << to the last phase of the setup. 
You will require completing all necessary setup before the new setup will be saved. 

Basic Camera Setup 

Fixed IP / DHCP 

The new models of 3JTech cameras will allow you to pick between Fixed IP or DHCP mode. Fixed IP 
is where you have to assign valid network 
information to the cameras, where as if you 
have a device such as router, the IP can be 
assigned automatically. 
 
When user are using DHCP mode, the camera 
port will be the last figure of the IP plus 8000. 
For example, if your router assigns 
192.168.1.51 for your camera, the camera port 
will then become 8051. 
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Camera IP Address 

It is crucial to assign a valid IP address to the camera. To do so, simply enter the IP address you 
desire into the boxes provided. Each IP must be unique to other devices on the current network. 
Problems may occur when you try to access 2 sites with the same IP. 
 
Note. If you’re using a LAN, the camera is recommended to be in the same domain as your intranet / 
LAN, else you might not be able to find and connect to your camera within your network. The domain 
of the LAN is usually determined by the first 3 sets of digits of the IP address. It is recommended that 
you keep the first 3 sets of digit of the camera IP identical to your LAN. 

Subnet Mask 

Submask in network is used to divide different domain areas within your LAN. It limits how many 
clients you can have in one area. It is recommended to leave the submask as default if you are not 
required to have one. If your intranet / LAN demands for submask, please inform your ISP or 
Technical personnel to assist you. 

Default Gateway 

Gateway provides and limits the information exchange between client computers in your intranet / 
LAN and the internet. Gateway for camera is not necessary unless you have special settings limiting 
access to the intranet / LAN. For home users, gateway is usually the IP of your router device. For 
example, if your router’s IP is 192.168.1.1, you will require replacing this IP on the gateway section. 
For more information on gateway please inform your network technician.  
 

Camera Port 

Camera Port is vital when connecting to your camera. To do so, simply insert the desire port number 
in the camera port box. Please fill in the camera port within the range given (2000 - 65535). Please 
memorize the port number you’ve configured camera with, as you will require the port number in the 
future to connect / configure your camera. 

DNS IP Address 

DNS (Domain Name Server) IP is the server used to resolve Domain Names. You will require to 
place a valid DNS IP in order for the e-mail function (eCAMit T1) or to determine the InfoServer. It is 
strongly recommend leaving the default value unless modification is a must. 
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Remote / Local Camera 

Please note; if your camera is not at local LAN. The IP information will be locked and you will not be 
able to modify any changes. This is a mechanism to ensure the IP is not accidentally changed 
causing the camera un-viewable when abroad. IP Information can only be changed if the camera is 
at local network. 
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Camera Name 

Camera Name is used to determine the camera. 
Camera name will be shown on the camera list for you 
to know exactly which camera you are watching. To 
change the camera name, please fill in the desired 
name for the camera.  

Password 

Password is used to protect the camera from anonymous users trying to access your camera. All 
cameras with password will require the correct password to be entered before viewing the camera. 
You will be able to insert up to 8 characters. Passwords are not essential for the cameras, but it is 
recommended to set passwords for protection. 
 
Please note the passwords are case sensitive 

InfoServer 

The Info-Server is a computer that manages the information for 3JTech cameras. It provides the 
communication and link between the users and the cameras. InfoServer is totally free for customers 
of 3JTech. Please insert a valid InfoServer address on the box. Your camera will automatically 
register to the InfoServer, so you will be able to use the search function to locate your camera from 
anywhere in the world. This function is particularly handy for users who are on dynamic IP and 
abroad who do not remember the correct IP address and Port number. 
 
InfoServer have global sub-server links. If you wish to change a different server in near future, this 
section will be the field for you to enter new InfoServer’s web-address. 
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Trigger Input Settings 
Trigger Input section will allow you to set the security 
functions of the camera. 

Motion Detection 

Motion detection is one of the built-in functions of 
3JTech products. The camera is able to detect 
moving objects and alert remote computer, e-mail or 
other external devices. This section will show you 
how to enable and setup motion detection. 

To enable Motion 
Detection (MD) simply 
click on the checkbox 

before Activate Motion Detection and you have 
enabled the function. 

 MD (Motion Detection) Sensitivity:  
Upon enabling the MD, you can now set the sensitivity of your camera 
motion detection. You can choose between 3 different sensitivities, Low, 

Med., and High. Simply click the option before each sensitivity level to set the MD sensitivity 
level of your camera. 

 
 Security Hot zones 

3J Tech’s T series products now supports hot 
zone setting for the Motion Detection function. 
You will be able to set the hot zones on the 
image to avoid unnecessary or false triggers. To 
set the hot zone is simple. Please double click 
on the image grids, the ones with red markings 
are categorized as hot zone. Double click on the 
grid again will disarm the hot zone. 
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Trigger-In Device 

To enable trigger in function, simply click on the 
check box next to Activate Device #0. With the 
Trigger In / Out connector provided on the power 
cord, Trigger in function will enable the user to 
connect external detection device onto 3J Products. 
For example, smoke detector or Infra-red sensor for 
night vision. When camera is triggered by external 
devices, it will alert the RCS system or e-mail to an 
mail account pre-set and alert the user that it has 
been activated.  
 
Device #0 are the standard trigger in for eCAMitT cameras, on the other hand device #1~8 are 
Trigger Box (optional device) to be purchased for upgrading your eCAMitT camera. To enter the 
Optional Trigger-In Device window, please click on the Optional button. You will be able to change 
the normal status with 3J Tech’s Trigger Box. 
Note. If the Trigger In / Out is not connected and the Trigger In function is enabled. The camera will 
act as if it has been triggered due to the hardware open wiring of the camera. 

Activate Security Function 

You will be able to choose between 2 different types 
of activate your camera security function; Always, 
and Daily. If Always is chosen, the camera will turn 
into security mode at all times when you have 
enabled Trigger In or Motion Detection function. On 
the other hand, if Daily is chosen, the camera will 
only activate the security mode at given time. Please 
fill in the desired security time. The time is based on 
the internal camera clock. 
 
If you wish to leave out certain day of the week, please check on the checkbox to avoid the camera 
enter security mode. 
 
Activate Security Function will only be effective when Motion Detection or Trigger-In is 
enabled. 
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Change Internal Camera Time 

You will be able to change the internal clock built in 
the camera. To do so, please click on the Camera 
Timer button on the right of the camera setup page.  
 

Please enter the new time you wish the camera to 
depend on. You can also check the Synchronize 
with computer and click OK to synchronize the 
timer in the camera with your computer. 
 
Click OK when complete. 
 
 

Upon Trigger Settings 
The settings here will only be effective when 
Motion Detection or Trigger-In is enabled. The 
setup might be different according to the model 
of cameras you have.  
3J Tech’s T1 series supports e-mail function 
and T2 supports RCS Event Manager 
system. 
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E-Mail Function 

eCAMit and veCAMit T1 series both supports sending mail upon the camera been triggered.  
 
To enable E-Mail function, please check the box 
Activate Email Function. The e-mail function for 
T1 series is to alert you via e-mail when it has 
been activated by intrusion as well as storing evident images. Once the camera is triggered, it will 
send the number of JPEG files to a pre-set e-mail address. To set up the e-mail function, please 
follow the instructions below.  
To enter e-mail setup please click on the eMail Settings 
button. The setup screen should appear. 

 Num. of Images Attached 
You will be able to set the number of images to be 
send with your e-mail. You will be able to set up to 
maximum of 10 images per mail. 

 Attached Image Size 
You will be able to select the image size to be 
attached with your e-mail. Simply select the desired 
image size. 

 EMail Server: 
Here, you have to insert the domain SMTP server 
of the e-mail ISP you wish the camera to use. You must have an SMTP server inserted here 
else you will not be able to send e-mail. If the mail server domain name is not known, please 
contact your ISP for details regarding to the domain server. 

 EMail Sender:  
This is where you address the ID of the camera which sent the JPEG images. You can insert 
any valid e-mail address up to 23 characters and numbers. For example, frontdoor@3jtech.com. 

Note. Some SMTP server will check if the e-mail is valid for ISP’s system. In that case you 
must insert a valid e-mail in order to by pass the ISP system. 

 EMail Reciever:  
This is the destination e-mail address which the camera shall send to. Please insert the e-mail 
address which will be receiving the JPEG files send by camera. For example. 
you@3jtech.com.tw. 

 EMail Subject: 
You will be able to set the subject for the e-mail sent. For example, Living Room or Kitchen. 

 Log In EMail Server: 
If your ISP provider requires to log into their system before sending an e-mail. Please check the 
Log In EMail Server, and enter your account name and Password into the space provided. 
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Activate Event Manager 

Active Event Manager is a unique function for T2 series cameras. It is also a part of 3JTech’s Remote 
Camera Service (RCS) system. Instead of sending e-mails to preset e-mail accounts, event manager 
can do much more. RCS system will stored the images triggered by your camera and compress 
them into MPEG4 for you to view and download off the web. The system can also send SMS 
message to cell phone for real time / instantaneous security alert. It is an extra service provided by 
3JTech. Please contact 3JTech for more information on Event Manager and Remote Camera Service 
(RCS). 
 
Simply click on the check box for Activate Event 
Management Function to initiate the service. 
When the service is initiated, select an image 
size for the camera to send when it is triggered 
by choose one of the image resolutions.  
 
Just like InfoServer, 3JTech also have multiple servers for Event Manager. You will be able to select 
different event manager server from the pull down list. 

Restrict Rapid Triggers 

To avoid rapid triggers cause system disturbance, 
you will be able to limit the number of triggers at 
certain time. Please fill in the maximum trigger 
amount within the range of time. In the example 
below, camera will only be triggered once within the minute. Place 0 in the field will cancel the limits. 
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Trigger Output Duration 

Trigger Output Duration upon Trigger is the time duration the camera will signal the trigger output 
signal. You will be able to connect devices such as 
lights or alarms where when detects moving 
objects; the light will automatically switch on for 
certain period of time. Simply fill in the desired 
output time, and the camera shall keep triggering 
the device until the set time is reached. 

Manually Activate Trigger Output 

Click on the button will activate the Trigger out device like the ON/OFF button next to the image 
window. The device will constantly be triggered until the output signal is disarmed. 

Security Function Delay Time upon Activation 

This function is the delay time for your camera to initiate its security device in order for you to have 
time to exit the security range. Enter the time in seconds for the desired security delay time. 

Image Adjustment 

Just like the Full Screen or Multiple Viewing Mode, you 
will be able to adjust the image quality through camera 
settings. You will be able to adjust Parameters such as 
Contrast, Brightness, Saturation, Backlight and Exposure. 
 
Click on the Default button to return to the default image 
settings. 
 

Save / Cancel Settings 

When you move to the last phase of the settings, 
and when all fields are correctly placed. Press on 
the Finish button to save the modified changed; 
else you can click on Cancel at any stage of the 
setting to cancel the setting. 
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Camera Recording 
eCAMit Deluxe provides 2 types of recordings; On Spot recording and Scheduled recording. 

On Spot recording 
On Spot recording are simple recording 
functions allowing you to record instant 
images. Simply click on the Record button 
next to the image window to start 
recording. Click on the button again to 
stop recording. When you’re in the Full 
Screen or Multiple Viewing Mode, right 
click on the image you wish to record and 
select Record to start recording. Select 
Record again to stop the recording. 

 
The image size recorded depends on 
the current image size. If you are viewing 
at medium size while recording, the 
resolution for such recording will be 
medium size. 
 
The Recorded images can be played or 
viewed at the image management 
section.  
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Scheduled Recording 
Unlike other IP cameras on the market, eCAMit Deluxe provide you with much powerful recording 
features. eCAMit Deluxe’s Scheduled Recording allows you to customize the camera, time and the 
date you wish to record. It is a great 
function for advanced users who 
would like to set the camera into 
recording mode periodically without 
the hassle of setup the time for 
each recording. 
 
To enter the Scheduled Recording 
menu, please click on the Record 
button at the top of the Deluxe 
software.  
 
 

To set scheduled recordings is easy. Select 
first from the camera list, check the cameras 
you wish to record. You can also set the 
display of the list by select from the pull down 
list. You can add more additional information 
to the list in case the camera names have 
duplicates.  

 
The next step after the cameras are selected is to set 
the Days in the week you wish to record. The Days 
checked are the Days you wish auto recording to 
initiate. 
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Select the time you wish the recording to start when the Week 
Days are set. Please set the Record Start Time, Record End 
Time, Image Format and the Flow Control. You can select 
the desired from each of the pull down list.  
 
When every thing is set, please press the button Set Auto 
Recording to start the recording. When the button is pressed, 
eCAMit Deluxe will check the 
validity of each of the camera. This 
is to ensure all the cameras can be 
accessed correctly.  
 
Recorded images can be viewed 
at the Recording Management 
menu.  
 
 
 
 
 
Please make sure the camera passwords are saved during browsing mode. Else scheduled 
recording cannot obtain the images from the camera without passwords. 

 

Snapshots 
You will be able to take a snapshot of the 
camera when abnormal things have been 
detected at site. Snapshots will take an 
instant image for future reference. 
Snapshots are easy to take, simply click 
on the Picture button next to the image 
window.  
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Recording/Snapshot Setup 
You will be able to customize the 
recording and the Snapshot path for 
the software. To do so, please click 
on the Settings icon on the top of the 
Deluxe software.  
 
 
 
 
 
 
 
 

To set the Recording or 
Picture Path please click on 
the button next to the path 
 

hen the directory menu appears, please select the new recording path 

ou will be able to set the warning for insufficient disk space. To do so, 

W
for the images and recordings. Click OK when the directory is selected. 
 
Y
change the Warning at (MB) to desired warning size. 
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Image Management 
Image management section is where all the recordings and snapshots are stored and managed. The 
central management menu will automatically sort the files for you. This is a useful function if you 
have many recordings to manage at same time. 
 
To enter the Image Management menu, please click on the Manager icon for Recordings and 
Picture icon for snapshots on top of the eCAMit Deluxe software. 
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Recording Management 
When click on the Manager the Recording management menu should appear. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Listing Recordings 

The files will be sorted according to 
cameras’ unique ID number. Select the 
camera recording you wish to view 
from the full down list. 
 
The recordings for the camera should 
be listed on the image list.  
 
To play the files, simply double click on 
the file or right click on the file and 
select play to start playing the selected 
file. 
 
 
 
The recordings should be play on the 
image window next to the camera list. 
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Calendar 

The recordings are listed via date. It is a much simpler sorting mechanism if there are too many 
recordings. Simply click on the date which you wish to view the recording to access all the files on 
the day selected. The date with red spot are days with recordings. This way, you will be able to 
manage the recordings much easier. Click on the Arrows to move to next or previous month/year. 
 

 

Previous 
Month/Year 

Next 
Month/Year 

File Information 

You will be able to check the file information for each of the recordings. Please select the recording 
and click on the File Information button to view the file status. 
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Delete Recordings 

To delete the recordings or the recording folder, simply right click on the list and select Delete File to 
delete individual file or Delete All to remove all files for the camera. Else you can click on the Delete 
button next to the camera selection list to delete the whole camera folder. 
 
Confirm the process will execute 
the deletion of the file/folder. 
 
 
 
 
 
 
 
 

Play Image 

Double click on the listed recordings to play 
the files. The recordings will be played on 
the image section next to the list.  
 
The vertical scroll bar on the right allows 
you to control the playing speed. The higher 
it is the faster the image plays. 
 
During the image playing, you will be able to 
take a snapshot for future reference. Simply 
click on the Camera icon to take a snapshot 
for the recording 
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Snapshot Management 
 
When click on the Photo icon eCAMit Deluxe software, snapshot manager should appear. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Snapshots are also categorized via camera 
ID to avoid confusions. Simply select the 
camera ID for the snapshots you wish to 
view and the list should appear with preview 
images. 
 

 
Double click or right click on the 
image and select open on the 
preview icon to open the image 
file with your computer’s default 
image browser.  
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Delete Snapshots 

To delete the snapshots or the 
snapshots folder, simply right 
click on the image and select 
Delete File to delete individual 
file or Delete All to remove all 
files for the camera. Else you 
can click on the Delete button 
next to the camera selection list 
to delete the whole camera 
folder. 
 
Confirm the process will execute the deletion of the 
file/folder. 
 
 
 

Copyright of 3JTech Co., Ltd. (also doing business as A3J Engineering Inc.) 
45 


	 Revision History 
	Table of Contents 
	 Introduction 
	Installing Software 
	 eCAMit Deluxe User Interface 
	 Add New Cameras 
	Delete Cameras 
	 Edit Camera 
	Refresh Camera List 
	Search Camera 
	Select/Add/Delete/Edit InfoServer 

	 Viewing Camera 
	Camera List Format 
	Change Image Size 
	Full Screen Viewing 
	Multiple Camera Viewing 
	Controlling Camera 
	Camera Status 
	 Camera Functions 
	Flow Control 
	Flip Image 
	Font Color 

	Camera Adjustments 
	Trigger Out Control 
	 Pan-Tilt Control 
	PC08 Control 

	Viewing Settings 

	Camera Settings 
	Basic Camera Setup 
	Fixed IP / DHCP 
	 Camera IP Address 
	Subnet Mask 
	Default Gateway 
	Camera Port 
	DNS IP Address 
	Remote / Local Camera 
	 Camera Name 
	Password 
	InfoServer 


	 Trigger Input Settings 
	Motion Detection 
	 Trigger-In Device 
	Activate Security Function 
	Change Internal Camera Time 


	Upon Trigger Settings 
	 E-Mail Function 
	 Activate Event Manager 
	Restrict Rapid Triggers 
	 Trigger Output Duration 
	Manually Activate Trigger Output 
	Security Function Delay Time upon Activation 
	Image Adjustment 
	Save / Cancel Settings 



	Camera Recording 
	On Spot recording 
	 Scheduled Recording 
	Snapshots 
	Recording/Snapshot Setup 

	 Image Management 
	 Recording Management 
	Listing Recordings 
	Calendar 
	File Information 
	 Delete Recordings 

	Play Image 

	Snapshot Management 
	 Delete Snapshots 




